Installation, Operation and
Maintenance Manual

MODEL 120
WASTE OIL BURNER

Do not use or operate machine until
this manual has been read and fully understood.



IMPORTANT

If this machine is used by anyone who is not the
owner or is loaned or rented, make certain that the
operators(s) prior to operating:

¢ Is instructed in safe and proper use

+ Review and understands the manual(s)
pertaining to the machine

+ Understands that this unit is for
professional use only

CAUTION

This unit is recommended for Commercial &
Industrial use only and is not for Residential use.

NOTICE

The manufacturer reserves the right to make
improvements in design and/or changes in
specifications at any time without incurring any
obligation to install them on units previously sold.
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Introductory

To the Owner:

CONGRATULATIONS

You have just purchased the finest waste oil burner available, and it is made in Americal
With proper care and maintenance, it will provide long and dependable service.

This manual contains safety suggestions and important instructions regarding this equipment. The
basic model machines and fuel systems are explained, use the information applicable to your
particular machine. Read this manual thoroughly and retain for future reference.

Generic Symbols
The following group of symbols are used in this manual to help communicate the intent of the
instructions. When one of the symbols appears, it conveys the meaning defined below:

Safety Alert-Serious injury

or damage can result if @ Inspection Required
instructions are not followed.

Acceptable (OK)

Hourly Service Interval

Unacceptable (Not OK)
Condition

IMPORTANT NOTICE

If replacement parts are required, use only genuine original equipment parts. DO NOT use
unauthorized parts or substitute materials.




Safety

IMPORTANT

THIS SAFETY ALERT SYMBOL INDICATES IMPORTANT
MESSAGES IN THIS MANUAL. WHEN YOU SEE THIS
SYMBOL, CAREFULLY READ THE MESSAGE THAT
FOLLOWS AND BE ALERT TO THE POSSIBILITY OF
PERSONAL INJURY OR DEATH.

United States Govemment safety standards have been adopted under the Occupational Safety and Health Act. These standards-
panticularly the General Standards, Part 1910, and the Construction Standards, Part 1926 - should be consulted in connection with

your use of airless spray equipment.

Safety Rules

We can not anticipate every possible circumstance
that might involve potential hazard. The warnings,
cautions and safety suggestions in this manual are
therefore not all inclusive. If an operating procedure,
installation, maintenance or work method not
specifically recommended is used, you must satisfy
yourself that it is safe for you and other persons.
You must also ensure that the preduct will not be
damaged or be made unsafe by the procedure that
you choose.

MODEL 100s

WARNING: DO NOT light when hot!
Explosion c¢an occur when
hot vaporizer pan is placed
in chamber.

+ Heater is not for Residential use.

« Always shut off the unit before performing any
machine service.

+ Never alter or modify this equipment! Your personal
safety as well as the safety of other persons is at
stake.

« Never exceed the factory temperature rating of the
system.

« Never attempt to immediately run cr relight the
burner if ignition doesn’t take place the first time.
Unburned oil or gas may have accumulated
causing a potential expiosion or fire hazard.

Never allow children or any unauthorized persons
to operate the machine. Keep all persons at a safe
distance when using the machine.

Do not operate the machine where combustible
fumes or dust may be present.

Always provide approved vent stacks if the
machine is to be used in an enclosed area. Comply
with all National, State and Local codes (ANSI /
NFPA 31) for locating, venting and using the
machine in enclosed areas. Exhaust fumes contain
odorless, invisible gases which can kill without
warning.

Always connect the machine to the correct
electrical supply outlet. Comply with all local and
National codes and ordinances regarding electrical
requirements (ANSI / NFPA 70).

Do not allow electrical extension cord connections
to fall or lay in water. Use only extension cords
rated for use with this machine.

Do not allow thermostat to lay on the floor, as
danger of electrical shock exists.

Always respect and be alert to the potential
hazards of electrical equipment, hot burners.



Safety

« Always be certain that the machine safety decal's
are kept clean and legible, replace any decal's that S H A

become damaged, lost or painted over.

« Always disconnect the electrical plug before LOCkO ut I

performing any repairs or service on the machine.
Do not attempt repairs or modifications you do not

understand. Contact your servicing dealer or Tagout

contractor.

» Always keep guards or shields in place. Replace R u Ie
any that must be removed for service or that may

be damaged.

To prevent unexpected energizing, start-up or release of
energy that could cause injury to the employees working
on the equipment the following steps must be followed:

* Do not store waste oil closer than 8 feet from heat
exchanger.

Never place combustible items close to heater. 1. Tum off equipment
* Never install or place heat exchanger closer than 4

e 2. Shut off main power by removing cord, or shutting off

electrical disconnect switch

* Always use a Barometric Damper when installing

smoke pipe, to maintain steady flow. 3. Secure the power cord near the machine, or lock and

tag the switch

+ Do not overfill the-fuel tank! If fuel spillage occurs,
do not light the burner or start the engine before
cleaning up and neutralizing any spilled fuel.

4. Check all previous steps, and then try to operate the
machine to assure that it won't work

These procedures insure that all power to

* Always shut down the machine and cool the - X
the machine will be under control.

engine before adding fuel. Refuel away from open
fires or sparks. Do not smoke while retueling.
Never attempt to refuel while machine is in
operation or if the pilot is lit. Failure to cbey this
warning can cause an explosion or fire.



Specifications

MODELS 120
OUTPUT BTU'S 120,000 BTU'S
RADIATION SURFACE
SQUARE INCH Over 1,900

OIL CONSUMPTION RATE .8 U.S. GAL/HR.
FUEL TANK CAPACITY

U.S. GALLON 15
POWER SOURCE VOLTAGE 115
HEATER AMPERAGE 3.8AMPS
DIMENSIONS
{INCHES}
Height 42
Width 23
tength 30
APPROX. WEIGHT
(LBS.)
HEATER 330
EXHAUST PIPE O.D. 6 INCHES




Previous Models

G 1980-82

Squirrel Cage Circulating Fan
100

Radiant Heater
-G 1978-80

100

100-S 1984-19983

Circulating Fan-16" Blade
100-G 1982-90



Set-Up and Operating Information

For Your Safety and the Safety of
Others, Study This Manual Before
Operating or Servicing the Machine.

Machine Delivery Inspection

Examine the shipping crate and machine carefully
for any hidden damage during shipping. Claims for
damage or shortage should be filed with the
contract carrier. Remove all lcose parts and
strapping attached To the machine for shipping
purposes.

Machine Identification

The machine model number, serial number and
specifications are stamped on a plate permanently
attached to the rear panel of the machine.

Record the information from this plate for any future
reference.

Present Model Eliminator 120




Class A
Chimney.

Barometric Damper @

ELIMINATOR

materials may be present.

ALWAYS maintain the following
clearance to combustibles.

Top 3 feet

Bottom 8 feet

Sides 3 feet

Back (fan side) 5 feet

Front (air output) 20 feet

Machine Set-Up (Preparation)
MODEL 120

1.

2,

After mounting unit in proper location,

Mount thermostat, do not allow thermostat or
thermostat cord to lay on the floor. Do not
drop or damage.

Fill supply tank with prefiltered used oil from
primary storage tank.

A magnetic oil pan heater installed under
pump screen intake will help facilitate
pumping cold or heavy viscosity oil.




























































